
C500 Programming
Supplementary Instructions 

(FACTORY SETTINGS)

A. Enter Program Mode Link connections 1 and 5 and remove battery isolation tape. 

Screen 1 appears, indicated by a 1 on the left hand side of the LCD.

B. Count Scaler Screen 1 Using the < & ^ keys enter the appropriate Count Scaler value;

M05 Litre = 0.6443 USG = 0.1702

M1 Litre = 1 USG = 0.2641

M2 Litre = 0.25 USG = 0.0660

Press and hold < key and press ^ until screen 2 appears.

C. Decimal Point Screen 2 Using the ^ key move the Decimal Point to the appropriate location;

M05 Litre = 000.000 USG = 000.000

M1 Litre = 000.000 USG = 000.000

M2 Litre = 0000.00 USG = 0000.00

Press and hold < key and press ^ until screen 3 appears.

D.Rate Scaler Screen 3 Using the < & ^ keys enter the appropriate Rate Scaler value;

A “d” will appear when pressing and releasing the < key. With the “d” displayed the 

Decimal Point can be moved to the appropriate position using the ^ key;

Litre/Hour USG/Hour

M05 2.300 0.607

M1 3.600 0.951

M2 90.00 23.78

Press and hold < key and press ^ until screen 4 appears.

E. Rate Meter Decimal Point Screen 4

Using the ^ key enter the appropriate Rate Meter Decimal Point location;

M05 Litre = 0000 USG = 0000

M1 Litre = 0000 USG = 000.0

M2 Litre = 000.0 USG = 000.0

Press and hold < key and press ^ until screen 5 appears.

F. Rate  x1 or x10 Screen 5

Always set at 1

Press and hold < key and press ^ until screen 6 appears.

G.Front key Reset Enable/Disable Screen 6

Always set at R

H. Exit Program mode To exit the Programming Mode remove the link  between terminals 1 and 5.
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IMPORTANT INFORMATION !

P L E A S E R E A D C A R E F U L L Y B E F O R E U S E
( T o  b e  r e a d  w i t h  m a n u f a c t u r e r s  i n s t r u c t i o n s  s u p p l i e d )


