
 

The GENIUS level indicator can be connected locally in a computer with the Desktop software or in the
DieselPlus (Internet) Cloud. (Refer to the next pages).
With this connection, you will receive automatic alarm emails among other advantages.

Overfill or maximum
level alarm

Minimum level alarm

Optional:
PC communication kit
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APPLICATION 
- GENIUS is a level monitor in atmospheric tanks.
-  The level measurement is made measuring the static pressure of the liquid height through a 
tube into the tank.
- It allows measuring the level in rectangular and cylindrical, horizontal or vertical tanks with a 
maximum height of 4 m.
- Level reading in height (m or inches) or volume (litres or gallons)
- It is suitable for liquids with a maximum viscosity of 30 cSt.

COMPOSED OF
- Probe with 10 metres of tube (extending at 50 m maximum) of 6 mm and with a weight in the 
other end that is immersed in the liquid until touching the bottom.
- Control unit to see the liquid level and configuration
- Two contacts to connect two alarm or control devices
- PC communication connection via RS485 port
- Acoustic alarm in its inner of 90 dB and 2400 Hz

ELEMENTS
1. LCD Display of 16x2 characters
2. 5-key keyboard to access the kit menu
3. Indicator set:
 FULL: full tank alarm
 EMPTY: empty tank alarm
 POWER: it shows the kit is switched on.
4. Cable: 230 VAC 50/60 Hz or 110 VAC
5. Connection cable of the two outputs for the full and empty tank alarms
6. RS-485 communication cable
7. Connection for the tube installed in the tank

25730

GENIUS · 15-32 VDC 25737

GENIUS · 230 VAC
Valid for diesel and other non-corrosive liquids

25731GENIUS-LUBE · 230 VAC
Valid for lubricants of viscosity 30 -1000 cSt

25732GENIUS-INOX · 230 VAC
Valid for AdBlue or phytosanitary fluids

GENIUS · 110 VAC 257700000
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Connect your GENIUS to a PC · (Desktop software)

Up to 16 GENIUS 
connected in a 
communication kit 
(software and converter 
included in the kit)

*max. 200 m in an open area

 COMMUNICATION KIT VIA USB CABLE 257310000

 COMMUNICATION KIT VIA ETHERNET CABLE 257330000

 COMMUNICATION KIT VIA ZIGBEE-USB (wireless)* 257360000

 COMMUNICATION KIT VIA ZIGBEE-Ethernet (wireless)* 257370000

codePC communication kit: Communication kit via
USB cable

Communication kit via
ZigBee-Ethernet (wireless)

Communication kit via
ZigBee-USB (wireless)

Communication kit via
ETHERNET cable

Software:
Included in the Communication Kit
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· Visualization of the tank level
· Automatic warning of the maximum and minimum 
alarms
· Transmission of the automatic emails of maximum or 
minimum alarm and licences per user
· Level history
· Alarm history
· Data export to Excel or .txt (text) format
· Configuration of the tank type and capacity, units, 
alarms, users ...
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 DIESELPLUS is the Cloud software that allows the data query and management of the 
GENIUS MODEM PLUS  KIT + the GENIUS level indicator.

The software is accessible from any device connected to the Internet.

It is not necessary any software installation because it is an online service. The 
application can be used from any device connected to the Internet at any time.

AUTOMATIC AND WIRELESS COMMUNICATION:
The GENIUS level indicator is communicated through the GENIUS MODEM PLUS Kit via 
GPRS with the DIESELPLUS server. This communication is automatic without the user 
participation.

Among other features it allows 
controlling:
· The continuous level in real time
· The minimum stock alarm
· The filling alarm
· Different alarm configuration
· Alarm history
· The automatic alarm emails of the 
maximum or minimum level
· Level history

· The data export to Excel or text
· The configuration of the tank type and 
capacity, units, alarms, users...
· Tank groups: by zones, routes...
· The permission configuration and  
assignment to different users
· The fluid purchases/inlets in the tanks
· Suppliers

 

Different alarms of minimum level
Maximum level alarm
Refill alarm (level increase)
Leak or anti-theft alarm (level decrease)

Different alarms of minimum level
Maximum level alarm
Refill alarm (level increase)
Leak or anti-theft alarm (level decrease)

Get automatic alarm emails:Get automatic alarm emails:

GPRS
  

GGett automattiic aGGet automattic

Up to 16 GENIUS connectet to one  
GENIUS MODEM PLUS KITCheck the level anywhere!

Check the level anywhere!
Check the level anywhere!

 Connect your GENIUS to the Cloud in www.dieselplus.net
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APPLICATION
GENIUS MODEM PLUS · ON-LINE COMMUNICATION KIT

GENIUS MODEM PLUS KIT

COMPOSED OF
- GPRS modem
- Metallic support for the antenna
- Antenna 
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- The GENIUS MODEM PLUS kit is the communication kit to be connected to the GENIUS level indicator  
with the Cloud Software: www.dieselplus.net through GPRS communication.

- The tank data, as levels, alarms ..., can be consulted from any device connected to the Internet 
through the web site:

 www.dieselplus.net

FEATURES
- Supply: 230 VAC
- RS485 output to connect the gauge
- It is possible to connect up to 16 GENIUS level indicators in series.

GENIUS MODEM PLUS KIT (antenna + support) 25736

It is required a GENIUS level indicator for each tank.

670800200

251208032

GENIUS DieselPlus(1) Software Licence · Annual Fee
(1) It is required to install a SIM card.
 It is also required to ask for:
 485/USB cable converter
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With DieselPlus ... Install it and check it anywhere!

GENIUS connected to the Cloud · DieselPlus features:
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MULTISTATION:
One or more users can control different gauges (tanks) placed in different geographical zones.

MULTIUSER: 
The software can be used by different users at the same time. Each user is allowed to only 
access those areas previously assigned. 
For the management of the shared services (end customer / fuel distributor), it is established 
a hierarchical level of operators with different privileges and restricted accesses.

MULTIACCESS / MULTIINSTALLATION: 
All the users, who have the user name and the password, can access the DIESELPLUS 
software from any computer connected to the Internet at any moment.
It is allowed to manage the information of many installations from the same operator.

SAFE DATA:
Any data  se comunica con los servidores DIESELPLUS de forma automática.
 
REPORT ISSUE:
Lists and statistics for an easy interpretation of the information regarding to the alarms, 
levels, history and so on.

AFTER-SALES or TECHNICAL SERVICE – E-MAIL OR PHONE:
Direct email or telephone number for the after-sales service in order to solve any doubt or 
incidence.
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